Atrium Stair Improvements
William Paterson University

Township of Wayne, Passaic County, New Jersey
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N  ATRIUM IF & WHERE TOTAL
SHEET NO. DESCRIPTION ITEM NO. ITEM UNIT | STAIRS QUANTITIES | QUANTITIES

] TITLE SHEET AND SUMMARY OF QUANTITIES | |

1 RESET GRANITE TREADS AND RISERS LF. 756 4 760
2 CONSTRUCTION PLAN 2 CONCRETE SIDEWALK, 4" THICK SY. 70 20 90
3 REPAIR DETAILS -

PUBLIC UTILITIES

GAS: PUBLIC SERVICE ELECTRIC AND GAS (GAS)

ELECTRIC: PUBLIC SERVICE ELECTRIC AND GAS (ELECTRIC)

CABLE: CABLEVISION

TELEPHONE:  VERIZON

WATER: TOWNSHIP OF WAYNE PROJECT L(!\?.%ATION MAP
SEWER: TOWNSHIP OF WAYNE [MAP COURTESY OF GOOGLE MAPS, 2014]
STORM: WILLIAM PATTERSON UNIVERSITY

Plans prepared by:

BOSWELL ENGINEERING
330 PHILLIPS AVENUE

SOUTH HACKENSACK, NEW JERSEY 07606
| Tel (201) 641-0770 . Fax (20]) 641-1831
NJ Certificate of Authorization No. 24GA27958000

CHRISTOPHER J. NASH
PROFESSIONAL ENGINEER N.J. LIC. 31605

STEPHEN T. BOSWELL
PROFESSIONAL ENGINEER N.J. LIC. 34680
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JOB NO. 16-119-C

May 20, 2016

Note: This project is governed by 2007 New Jersey
Department of Transporfation Standard Specifications
for Road and Bridge Construction and Staondard
Roadway Construction/Traiffic Control/Bridge

SHEET |

Construction Details, as amended herein.
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iTEM | TO BE CONSTRUCTED ' UNIT | QUANTITY}
LEGEND 1| RESET GRANITE TREADS AND RISERS L.F. 756
2 | CONCRETE SIDEWALK, 4° THICK S.Y. 70
LI CONCRETE SIDEWALK, |
ST, 4" THICK
TYPICAL ' | — RESET GRANITE TREADS AND RISERS (TYP.)
(REFER TO CONSTRUCTION DETAILS)
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v ALL EXISTING HANDRAILS TO REMAIN AND BE RESET AS NECESSARY. ALL
ASSOCIATED COSTS WILL NOT BE MEASURED FOR SEPARATE PAYMENT :
BUT THE COST SHALL BE INCLUDED IN THE RESET GRANITE TREADS AND

ATRIUM BUILDING
_ S R i
\\ ' = SREAER
RISERS PAY ITEM. ANY DAMAGE TO THE HANDRAILS DIRECTLY RESULTING
FROM THE CONTRACTOR'S OPERATIONS SHALL BE REPAIRED OR REPLACED
IN-KIND AT NO ADDITIONAL COST TO THE OWNER.
REMOVE EXISTING GRANITE MID-BORDERS & SALVAGE FOR RE-USE AS NEEDED
CONSTRUCT CONCRETE SIDEWALK AS SHOWN (TYP)
\ \\
\\\
RESET EXISTING GRANITE BORDERS (TYP.)
\(REFER TO CONSTRUCTION DETAILS)

EXTRENCH DRAIN %gé =
O -
EX. WALL
— EX. STEPS % ~ |

EAST ENTRANCE

\ SAWCUT & PROVIDE PREFORMED EXPANSION JOINT
¢ MATERIAL IN ACCORDANCE WITH SPECIFICATIONS (TYP.)

SIDEWALK. ALL ASSOCIATED COSTS WILL NOT BE MEASURED FOR
SEPARATE PAYMENT BUT THE COST SHALL BE INCLUDED IN THE

CONCRETE SIDEWALK PAY [TEM.
GRAPHIC SCALE
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STEPHEN T. BOSWELL CHRISTOPHER J. NASH ATRIUM STAIR IMPROVEMENTS
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REPLACE EXISTING
CONCRETE_SIDEWALK

REMOVE AND RESET
GRANITE TREADS
AND RISERS

(SEE DETAILS THIS SHEET)

REPLACE EXISTING
CONCRETE SIDEWALK
(SEE NOTE 4)

2

%" EXPANSION JT.

REMOVE AND RESET
GRANITE TREADS
AND RISERS

(SEE DETAILS THIS SHEET)

EXISTING REINFORCED
CONCRETE STAIRS
TO REMAIN

e

REPLACE EXISTING
CONCRETE SIDEWALK

(SEE_NOTE 4) REMOVE AND RESET

GRANITE TREADS
AND RISERS
(SEE DETAILS THIS SHEET)

>

EXISTING REINFORCED

CONCRETE STAIRS
10 REMAIN

TYPICAL STAIR SECTION

SCALE: N.T.S.

MATCH EXISTING

" MIN,

EXISTING CONCRETE
SIDEWALK _TO REMAIN

EXISTING REINFORCED
CONCRETE STAIRS
TO_REMAIN

MATCH EXISTING MATCH EXISTING

77 MAX.

}%" MIN.

MATCH EXISTING
%" MIN.

EXISTING GRANITE TREAD

ELASTOMERIC SEALANT ELASTOMERIC SEALANT (TYP.)

TO BE REINSTALLED (TYP.)

EXISTING GRANITE RISER

STAIR REHABILITATION NOTES

1.

2.
3.
4,
5,
8.
7.

EXISTING HANDRAIL POST TO

BE REMOVED AND RESET 8

ELASTOMERIC SEALANT o

EXISTING GRANITE TREAD )

TO BE REINSTALLED 10.

FILL EXISTING
HOLE WITH GROUT
(SEE NOTE 10.)

HANDRAIL CONNECTION DETAIL

1.

ALL STAIRS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE
INTERNATIONAL BUILDING CODE 2015 NJ EDITION.

THE CONTRACTOR SHALL CAREFULLY REMOVE EXISTING HANDRAILS AS
NECESSARY TO PERFORM THE PROPOSED WORK.

EXISTING GRANITE TREADS AND RISERS SHALL BE CAREFULLY REMOVED
FOR REINSTALLATION.

THERE ARE APPROXIMATELY 24 EXTRA GRANITE PIECES LOCATED IN THE
EXISTING CONCRETE LANDINGS THAT MAY BE USED BY THE CONTRACTOR
TO REPLACE DAMAGED TREADS AND RISERS. THE EXTRA GRANITE
PIECES ARE OF SIMILAR SIZE TO THE TREADS. IF THE CONTRACTOR'S
OPERATIONS DAMAGE MORE OF THE GRANITE TREADS AND RISERS THAN
THE AVAILABLE REPLACEMENT PIECES, THE CONTRACTOR SHALL PROVIDE
NEW GRANITE PIECES OF COLOR, SIZE, PATTERN, AND LITHOLOGY TO
MATCH THE EXISTING. GRANITE AT NO COST TO THE OWNER.

ALL MORTAR SHALL BE NON—SHRINK AND NON-—-METALLIC CONFORMING
TO ASTM C 270 TYPE S. .

ALL EXISTING GRANITE TREADS AND RISERS SHALL BE CLEANED OF ALL
EXISTING MORTAR AND OTHER CONTAMINANTS PRIOR TO REINSTALLATION.

REINSTALL GRANITE TREADS AND RISERS. TREADS SHALL BE INSTALLED
TO PITCH WATER AWAY FROM THE RISER WITH A MAXIMUM SLOPE OF 1

TO 48 (2%).

ALL JOINTS SHALL BE SEALED WITH AN ELASTOMERIC SEALANT.
HANDRAILS SHALL BE REINSTALLED.

GROUT FOR HANDRAIL INSTALLATION SHALL BE NON—SHRINK
NON—EXPANDING, NON—METALLIC. CONTRACTOR TO VERIFY WHETHER
PROPOSED GROUT REQUIRES PRE~TREATMENT OF EMBEDDED PORTION
OF RAILING POST.

FOR LOCATIONS OF REPAIR WORK, SEE SHEET 2 OF 3.

PROPOSED EXISTING GRANITE TREAD TO BE REINSTAL : :
CONCRETE_SIDEWALK TO BE REINSTALLED (TYP.) NSTALLED (TYP.) SCALE: N.T.S.
ELASTOMERIC SEALANT (TYP.
& EXISTING GRANITE RISER / ( )
i{ | S— TO BE REINSTALLED (TYP.) L
LT MATCH EXISTING v | L + | VARIES
3" EXPANSION JT. - .J | 11" MIN. MATCH EXISTING . -.v' \ EXISTING GRADE ' 1 EXISTING GRADE
v 7" MAX. N 2 L U . SN NNA & , AR PR S NS
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CONCRETE STAIRS ; < AR " "
TO REMAIN / P ] LI _ k" EXPANSION JT. CONCRETE SIDEWALK, 4 THICK
' ] - v ) ) T o7 DENSE~CRADED AGGREGATE BASE COURSE, 4" THICK
kE ‘ ’ Lo COMPACTED SUBGRADE
'v: . l>: [ .. ~
R e NOTES:
S .
_ 7® ™. v 1. ALL CONCRETE SURFACES SHALL BE TREATED WITH A CONCRETE
> : v - CURING AND SEALING COMPQUND.
: EXISTING MORTAR BED TO BE : ‘ "
REMOVED AND REPLACED (TYP.) A : 2. PROVIDE 1/2" PREFORMED EXPANSION JOINT FILLER, 4" DEPTH AT
10't 0.C.
3. DENSE—GRADED AGGREGATE BASE COURSE WILL NOT BE MEASURED
FOR SEPARATE PAYMENT, BUT INCLUDED IN THE UNIT PRICE BID
FOR SIDEWALK ITEM.
STAIR DETAIL (TOP) STAIR DETAIL (BOTTOM) "
SCALE: N.T.S. SCALE: N.T.S. ’ CONCRETE SIDEWALK, 4 THICK
“SCALE: N.T.S.
JOINT SEALING CCMPGUND
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