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FOUNDATION PLAN1
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ELEVATOR/STAIR #1
SECOND TIER PLAN3
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SUMP PIT,
SEE 1/S-430

PROVIDE 2" PVC WEEP
HOLES THRU CIP WALL

CIP WALL UNDER
P/C GRADE
SPANDREL
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RAILING
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P/C GRADE SPANDREL,
SUPPORT ON FOOTING
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8" CMU WITH #5 AT
8" OC, GROUT SOLID
WITH 9 GA TRUSS
TYPE HORIZ. REINF.
AT 16" OC, TYP.
EACH END OF
CLOSET AND
RETURNS
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SEE NOTE 1

SEE ARCH DWGS
FOR TOP
CONDITION
(WATERPROOFING)

1" GAP WITH
BACKERROD AND
SEALANT
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NOTES:

1. DO NOT SLOPE FLOOR IN FRONT OF DOOR
MORE THAN 2% IN EITHER DIRECTION FOR A 5' X 5'
AREA.
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PROVIDE VERTICAL EXP. JT
COVER PLATES, TYP ALL TIERS
EXCEPT GROUND TIER, PER
5/S-431
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P/C PLANK WITH CIP TOPPING

0" CIP ELEVATION
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PROVIDE VERTICAL EXP. JT COVER PLATES, TYP
ALL TIERS EXCEPT GROUND TIER, PER 5/S-431

DIVIDER BEAM, SEE 15/S-430
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PERMANENT SHORING WALL

2-HR FIRE RATED ELEVATOR SHAFT ENTIRE
HEIGHT.  FOR MEMBER AND JOINT RATINGS, SEE
STRUCTURAL FIRE RATING NOTES ON S-523
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-1 1/4" P/C ELEVATION

CUT DOUBLE TEE
FLANGE AROUND
COLUMN

P/C DOUBLE TEE P/C DOUBLE TEE P/C DOUBLE TEE P/C DOUBLE TEE

PROVIDE WELDED
JOINT AT EXP JT
CORNER

PROVIDE WELDED
JOINT AT EXP JT
TRANSITION
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6PROVIDE
BENTONITE
WATERPROOFING
ALL AROUND

EXPANSION JOINT, SEE 2/S-522
ABUTMENT, SEE CIVIL DWGS

PRECAST COLUMN

PRECAST BEAM

STEEL ROOF FRAME

PRECAST SPANDREL

STEP PERMANENT SHORING WALL AT BRIDGE, MIN
3" CLEAR BETWEEN BRIDGE (BOTTOM AND SIDES)
AND WALL TOP, GC TO COORDINATE

3" TYP

SOLID P/C PLANK
WITH CIP TOPPING

1

PROVIDE VERTICAL
EXPANSION JOINT PER
DETAIL 3/S-522 UP THE
OUTSIDE, OVER SPANDREL,
AND DOWN THE INSIDE.

PROVIDE VERTICAL
EXPANSION JOINT PER
DETAIL 3/S-522 UP THE
OUTSIDE, OVER SPANDREL,
AND DOWN THE INSIDE.
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EXPANSION JOINT, SEE
2/S-522
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SHEET NOTES:

1. SEE 3/S-410 FOR STAIR #1 TYPICAL
SECTION CUTS AND NOTES.
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PROVIDE 2" PVC WEEP
HOLES THRU CIP WALL

CJ
CJ

CIP SOG

NOTE 10/S-101 NOTE 7/S-101

TRAFFIC TOPPING, SEE
NOTE 13/S-102

20k SEISMIC LOAD
 (ULTIMATE)

-1 1/4" P/C ELEVATION

LATERAL WIND LOADS ON ELEVATOR WALLS (SERVICE)
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COORDINATE ABUTMENT
FOOTING WITH BRIDGE
FOOTING
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CJ, TYP
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DESIGN BRIDGE FOR
100 psf LIVE LOAD

TOOLED JOINT WITH
SEALANT OVER P/C
JOINTS, TYP

1/S-522 AT SPANDREL

3

FOR EXPANSION JOINT AT
ROOF, SEE ARCH
DRAWINGS

AT SPANDREL

12

SIM OH

8

TYP

TYP AT WALLSAT WALKING SURFACES

SCUPPER, SEE ARCH
DRAWINGS

NOTE:  CIP ELEVATIONS
REFERENCE THIRD TIER
FLOOR DATUM ELEVATIONS,
SEE S-103
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