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PUBLIC UTILITIES

GAS: PUBLIC SERVICE ELECTRIC AND GAS (GAS)
ELECTRIC: PUBLIC SERVICE ELECTRIC AND GAS {ELECTRIC)
CABLE: CABLEVISION - ,
TELEPHONE:  VERIZON
WATER: TOWNSHIP OF WAYNE PROJECT L%’%AT'ON MAP
SEWER: TOWNSHIP OF WAYNE [MAP COURTESY OF GOOGLE MAPS, 2014]
STORM: WILLIAM PATERSON UNIVERSITY
Plans prepared by: |
BOSWELL ENGINEERING |
330 PHILLIPS AVENUE OB NO. 16.119-8D
SOUTH HACKENSACK, NEW JERSEY 07606 | | -
Tel (201) 641-0770 . Fax (201) 641-1831 | May 19, 2016
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LEGEND

EXISTING CURB STORM PIPE (REFER TO PLANS FOR SIZE/TYPE)

35 EXISTING FIRE HYDRANT
TREE REMOVAL (INCLUDED UNDER 'CLEARING SITE")
O EXISTING UTILITY POLE
R Do VEMENT . REGULATORY AND WARNING SIGN
— SWL SOLID WHITE LINE
;'f,- . ."'_ | g?ﬁfa’ém SIDEWALK/ SYL SOLID YELLOW LINE
- SBL SOLID BLUE LINE
CONCRETE VERTICAL CURB BW BOTTOM OF WALL
GR GRATE
STAIR RAILING Y NVERT
RESET EXISTING CASTING oe OROP CURB
RECONSTRUCTED INLET/MANHOLE Fe FLUSH CURB
CRT CURB RAMP TYPE
LIMIT OF DISTURBANCE
TBR TO BE REMOVED
v SILT FENCE
INLET FILTER, TYPE 1
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ROAD

£ INLET
GR. 478,08

TEL MM
Rt 477’,560

TEL MH
Rid 4727, 736

" SIGNY
$hs” POPLAR

6" TREE @5”%
oy".

CONTRACTOR SHALL CLEAR AND PROPERLY DISPOSE OF ALL DEAD TREES,
LIMBS, BRUSH, ETC. LOCATED WITHIN THE CHANNEL. CONTRACTOR IS HEREBY
_ ALERTED THAT HEAVY EQUIPMENT SHALL NOT BE OPERATED BEYOND THE
O HESMEL oo EXISTING CURB LINE UNDER ANY CIRCUMSTANCE. ALL COSTS SHALL BE
NCLUDED UNDER THE LUMP SUM BID PRICE FOR 'CLEARING SITE.
 TWIN® TREE EXISTING GATE POST & FOUNDATION TO BE REMOVED
© @6"grEE

CONCRETE CURB TO REMAIN

——

e

B,

GuIDE RAILTBR

-

o568, SIGN
PR .-,.-‘_‘.?.._‘.:; .

BT Tk T i e N g g e st

-—

f

8" MAPLE

CONSTRUCT _ | - [ITEM TO BE_CONSTRUCTED UNIT | QUANTITY
75 C.Y. EXCAVATION, UNCLASSIFIED 5 | EXCAVATION, UNCLASSIFIED C.Y. 95
50 C.Y. I-14 SOIL AGGREGATE 7 | =14 SOIL AGGREGATE C.Y. 60
35 S.Y. CONCRETE SIDEWALK, 4" THICK 11| CONVERT 'E INLET TO 'B INLET UNIT 1
180 S.Y. CONCRETE SIDEWALK, REINFORCED, 6" THICK 12 | CONCRETE SIDEWALK, 4° THICK S.Y. 260
315  L.F. 9" X 20" CONCRETE VERTICAL CURB 13 | CONCRETE SIDEWALK, REINFORCED, 6 _THICK “S.Y. 180
125 S.Y. TOPSOILING, 4" THICK 14 | DETECTABLE WARNING SURFACE S.Y. 3.6
125 S.Y. FERTILIZING AND SEEDING, TYPE A-3 15 g% X 20" CONCRETE VERTICAL CURB LF. 760
125 S.Y. STRAW MULCHING ;7 TRAFFIC MARKINGS . ' S.F. 395
CONTRACTOR SHALL EXCAVATE EXISTING ASPHALT PARKING AREA 18| REMOVAL OF TRAFEIC Sm‘PESSIGN L'? 5 40
& FILL WITH 1-14 SOIL AGGREGATE. TOPSOIL, FERTILIZER & SEED, 19 | REGULATORY AND WARNING S.F. .00
& STRAW MULCH SHALL BE APPLIED TO ALL DISTURBED AREAS. 20 | TOPSOILING, 4" THICK S.Y. 340
ALL COSTS WILL BE MEASURED AND PAID FOR UNDER THE 21 | FERTILIZING AND SEEDING, TYPE A—3 S.Y. 340
RESPECTIVE ITEMS. 22 | STRAW MULCHING 5 S.Y. 340
avle o (s wanie
RPN, VL STUENCR N O S e
Rt 469,35 | ELECBOX - SR .
rs S GENERAL NOTES:
NM_‘_ o
1. NOT ALL UTILITY POLES, UTILITY LINES, VALVES, DRIVEWAYS, INLETS,

MATCH LINE STATION 4+00

IF REQUIRED,

IS THE

TREES AND OTHER EXISTING TOPOGRAPHIC FEATURES HAVE BEEN SHOWN ON
PLAN. ASCERTAIN ALL LOCATIONS PRIOR TO CONSTRUCT{ON,

2. STAKEOUT, COORDINATION OF ALL WORK WITH UTILITY COMPANIES, AND
TEMPORARY SUPPORT OF UTILITY POLES,
RESPONSIBILITY OF THE CONTRACTOR.

4, MONITOR ALL GRADES INCLUDING PAVEMENT, DRIVEWAY, DRAINAGE, CURB
AND SIDEWALK THROUGHOUT THE PROJECT SO THAT POSITIVE DRAINAGE IS
MAINTAINED AND PONDING DOES NOT OCCUR. SEPARATE PAYMENT WILL
NOT BE MADE FOR THE MONITORING OF GRADES BUT THE COST WILL BE
INCLUDED IN VARIQUS PAY ITEMS IN THE PROJECT.

PLOT BY: jmeginnis

CONSTRUCT
HGIEN -
B Gy S0 Acorecare CONSTRUGT. 6. PERFORM ALL CONSTRUCTION WORK N ACCORDANCE WITH ALL APPLICABLE
25 S'Y.  CONCRETE SIDEWALK. 4" THICK 80 S.F. TRAPFIC MARKINGS SAFETY CODES. APPLICABLE SAFETY CODES MEANS THE LATEST EDITION
079 3.Y. DETECTABLE WARNING SURFACE 40 _ L.F. REMOVAL OF TRAFFIC STRIPES INCLUDING ANY AND ALL AMENDMENTS, REVISIONS AND ADDITIONS
40 L F 9" X 20" GONGRETE VERTICAL CURB THERETO OF THE FEDERAL DEPARTMENT OF LABOR, OCCUPATIONAL SAFETY
8.25 S F. REGULATORY AND WARNING SIGN AND HEALTH ADMINISTRATION'S "OCCUPATIONAL SAFETY AND HEALTH
35 sy TOPSOILING. 4" THICK INSTALL (1) Wit-2 & (1) W16—-9P STANDARDS” (OSHA);"SAFETY AND HEALTH REGULATIONS FOR
35 SY. FERTILIZING AND SEEDING, TYPE A3 CONSTRUCT CONSTRUCTION” OF THE STATE OF NEW JERSEY, DEPARTMENT OF LABOR
25 S.Y. STRAW MULCHING AND INDUSTRY, BUREAU OF ENGINEERING AND SAFETY; "CONSTRUCTION
= 8.25 S.F. REGULATORY AND WARNING SIGN SAFETY CODE,"AND "MAINTENANCE, CONSTRUCTION AND DEMOLITION,”
i CONTRACTOR SHALL EXCAVATE EXISTING ASPHALT PARKING AREA CONSTRUCT AND "BUILDING CODE.
1—1 . " 3 Pyt Yyt .
ﬁ Q%AWSULCHA' gHoihAggaggsﬁnggs&t oias%}léggg fcRésfsE.D 1 UNIT CONVERT 'E' INLET TO 'B’ INLET 7. ALL SAWCUTTING REQUIRED TO INSTALL THE PROPOSED IMPROVEMENTS
ML GOSTS WILL BE MEASURED AND PAID FOR UNDER THE 245  S.F. TRAFFIC MARKINGS | SHALL BE INCLUDED IN THE VARIOUS ITEMS IN THE PROJECT.
- RESPECTIVE ITEMS. o
@) —_ I Siaa 8. RESET AND/OR RELOCATE SIGNS AS DIRECTED BY THE RE. ALL COSTS
T / e 005505 CONSTRUCT SHALL BE INCLUDED UNDER THE VARIOUS PAY ITEMS IN THE PROJECT.
T _TOP OF BANK '
< e ' SN 8.25 S.F. REGULATORY AND WARNING SIGN 9. THE CONTRACTOR 1S RESPONSIBLE FOR CONSTRUCTION STAKEOQUT/LAYOUT.
8" TREE B8 04K INSTALL (1) W11-2 & (1) wWie—-7P ~ THE CONSTRUCTION STAKEOUT/LAYOUT SHALL BE PERFORMED BY A
"\@72” MAPL Z INSTALL (1) Wi1-2 & (1) W16~7pP < 3N QUAL IFIED NEW JERSEY LICENSED PROFESSIONAL LAND SURVEYOR.
3 LT POL \d o
< 4 AL (yis” mapLe e Q—w 2 INSTALL (1) W11-2 & (1) W16—9P 10. CONTRACTOR SHALL GRADE THE SITE AS SHOWN ON THE GRADING AND
O R be L eec g LAYOUT PLAN. ALL ASSOCIATED COSTS WILL NOT BE MEASURED FOR
— b e . B GAS MAIN o POLE o & - € SEPARATE PAYMENT BUT INCLUDED IN THE UNIT PRICE BID FOR
I-<-E R R N l} — T o 'CLEARING SITE.’
- = 5 £ ~ % GF. 500 66
}— foo ; e e{tgcmﬁwﬁ £ TE i soa e 1. ALL SITE CLEARING COSTS INCLUDING BUT NOT LIMITED TO, TREE REMOVAL,
L O — ] } 4l - REMOVAL OF BEAM GUIDE RAIL, REMOVAL OF GATE POSTS, CLEARING AND
P - i ' =7 73 A GRUBBING, ETC. NECESSARY TO CONSTRUCT THE PROPOSED IMPROVEMENTS WILL
vam EST So saweut<  ROARD NOT BE MEASURED FOR SEPARATE PAYMENT BUT COST SHALL BE INCLUDED IN
Lol /EJCRT 3 2 ..v; xS b ook THE UNIT PRICE BID FOR ‘CLEARING SITE.'
. ot S I CRT 3 6" CRT |3 < OB T S e e e o s o
& L7 poe gaselixs Yo X TR ;v,;’ IR RN e = 12. CONCRETE SIDEWALK, REINFORCED, 6" THICK SHALL BE INSTALLED FROM STATION
p—— o M l 11111)1) . AP 0+75 TO STATION 3+50. REFER TO CONSTRUCTION DETAILS FOR SPECIFICS.
] £ i P07 e
“ DE" MAPLY
©8" MaPLE ;‘: AN VI 4 6 (TYP.) 2" MAPLE '
. of N MET o Ao MAPLE ]
o ﬁ G‘R’. 49H 18 Ysion
F-— =t 1
< CONVERT 'E’ INLET TO B’ INLET, GR. TO MATCH EXISTING
= ®8" 0AK (INCLUDING NEW FRAME, CURB PIECE & GRATE)
CONSTRUCT 24" SWL @ 4’ 0.C. - SIGN TO BE RELOCATED AS DIRECTED BY THE
20 S.Y. CONCRETE SIDEWALK, 4" THICK / (TYP.) OWNER. ALL ASSOCIATED COSTS WIiLL NOT BE
1.8 S.Y. DETECTABLE WARNING SURFACE MEASURED FOR SEPARATE PAYMENT BUT INCLUDED
50 L.F. 9" X 20" CONCRETE VERTICAL CURB IN THE LUMP SUM BID PRICE FOR 'CLEARING SITE.'
8.25 S.F. REGULATORY AND WARNING SIGN
20 S.Y. TOPSOILING, 4° THICK
20 S.Y. FERTILIZING AND SEEDING, TYPE A-3 CONSTRUCT -
20 S.Y. STRAW MULCHING 180  S.Y. CONCRETE SIDEWALK, 4" THICK
0.9  S.Y. DETECTABLE WARNING SURFACE
355  L.F. 9” X 20" CONCRETE VERTICAL CURB ) -
160  S.Y. TOPSOILING, 4" THICK $ 2" MAPLE ér" 509,28
160  S.Y. FERTILIZING AND SEEDING, TYPE A-3
160 S.Y. STRAW MULCHING LT POLEY o Ex
RELOCATE LANDSCAPING AS REQUIRED TO CONSTRUCT BOLLARD N, %
THE NEW SIDEWALK. LOCATIONS SHALL BE CONFIRMED LT shiiarD
WITH OWNER. ALL COSTS SHALL BE INCLUDED UNDER 7o
THE LUMP SUM BID PRICE FOR 'CLEARING SITE.
]
BOLLARD ® 5 7,
LT 0% 45
GRAPHIC SCALE
20 . ] 10 20 40 80
REMOVE AND REPLACE 75 L.F. CONC. CURB.
COST TO RESET PAVERS NECESSITATED BY CONC. CURB - . T —— |
CONSTRUCTION SHALL BE INCLUDED IN THE CURB ITEM. ¢ IN FEET )
1 inch = 20 ft.
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q//// WALL

CONCRETE STAIRS

PARKING GARAGE

G444/ 7740747747744

(REFER TO STAIR DETAILS FOR DIMENSIONS)

TO BE CONSTRUCTED UNIT | QUANTITY
CONCRETE STAIRS T - L.S. " L.S.
"HANDRAIL | LF. 180
CONCRETE SIDEWALK, 4~ THICK S.Y. 25
9° X 20" CONCRETE VERTICAL CURB LF. 30
TRAFFIC STRIPES, 4 | L.F. 340
TOPSOILING, 4° THICK S.Y. 440
FERTILIZING AND SEEDING, TYPE A—3 S.Y. 440
STRAW MULCHING | S.Y. 440

—ren
$ 4
——

4" SYL ® 3 0.C. (TYP.)

SAWCUT (TYP.)

«&’

GENERAL NOTES:

1.

10.

11.

12.

NOT ALL UTILITY POLES, UTILITY LINES, VALVES, DRIVEWAYS,
INLETS, TREES AND OTHER EXISTING TOPOGRAPHIC FEATURES HAVE
BEEN SHOWN ON- PLAN. ASCERTAIN ALL LOCATIONS PRIOR TO
CONSTRUCT ION.

STAKEOUT, COORDINATION OF ALL WORK WITH UTILITY COMPANIES, AND
TEMPORARY SUPPORT OF UTILITY POLES, IF REQUIRED, IS THE
RESPONSIBILITY OF THE CONTRACTOR.

MONITOR ALL GRADES INCLUDING PAVEMENT, DRIVEWAY, DRAINAGE,
CURB AND SIDEWALK THROUGHOUT THE PROJECT SO THAT POSITIVE
DRAINAGE IS MAINTAINED AND PONDING DOES NOT OCCUR. SEPARATE
PAYMENT WILL NOT BE MADE FOR THE MONITORING OF GRADES BUT THE
COST WILL BE INCLUDED IN VARIOUS PAY ITEMS IN THE PROJECT.

PERFORM ALL CONSTRUCT!ON WORK IN ACCORDANCE WITH ALL

APPL ICABLE SAFETY CODES. APPLICABLE SAFETY CODES MEANS THE
LATEST EDITION INCLUDING ANY AND ALL AMENDMENTS, REVISIONS AND
ADDITIONS THERETO OF THE FEDERAL DEPARTMENT OF LABOR,

OCCUPAT IONAL SAFETY AND HEALTH ADMINISTRATION’S "OCCUPATIONAL
SAFETY AND HEALTH STANDARDS” (OSHA);"SAFETY AND HEALTH
REGULATIONS FOR CONSTRUCTION" OF THE STATE OF NEW JERSEY,
DEPARTMENT OF LABOR AND INDUSTRY, BUREAU OF ENGINEERING AND
SAFETY; "CONSTRUCTION SAFETY CODE,”AND "MAINTENANCE,
CONSTRUCTION AND DEMOLITION,” AND "BUILDING CODE.”

ALL SAWCUTTING REQUIRED TO INSTALL THE PROPOSED IMPROVEMENTS
SHALL BE INCLUDED IN THE VARIOUS ITEMS IN THE PROJECT.

RESET AND/OR RELOCATE SIGNS AS DIRECTED BY THE RE. ALL COSTS
SHALL BE INCLUDED UNDER THE VARIQUS PAY ITEMS [N THE PROJECT.

THE CONTRACTOR IS RESPONSIBLE FOR CONSTRUCTION
STAKEOQUT/LAYOUT. THE CONSTRUCTION STAKEOUT/LAYQUT SHALL BE

PERFORMED BY A QUALIFIED NEW JERSEY LICENSED PROFESSIONAL LAND
SURVEYCR.

CONTRACTOR SHALL GRADE THE SITE AS SHOWN ON THE GRADING AND
LAYOUT PLAN. ALL ASSOCIATED COSTS WILL NOT BE MEASURED FOR
SEPARATE PAYMENT BUT INCLUDED [N THE UNIT PRICE BID FCR
"CLEARING SITE.'

CONTRACTOR SHALL RESTORE SITE WITH TOPSOILING, SEEDING, AND
FERTILIZER AND STRAW MULCHING TO THE DISTURBANCE LIMITS SHOWN
ON THE PLANS. ANY AREA DISTURBED OUTSIDE THESE LIMITS SHALL BE
REPAIRED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

ALL COSTS ASSOCIATED WITH THE CONSTRUCTION OF THE TWO (2) SETS
OF CONCRETE STAIRS INCLUDING, BUT NOT LIMITED TO, EXCAVATION,
CONCRETE STAIRS, CONCRETE LANDINGS, CONCRETE FQOTINGS, ETC.
SHALL BE INCLUDED UNDER THE LUMP SUM BID PRICE FOR 'CONCRETE
STAIRS.' THE COST FOR THE HANDRAIL WILL BE MEASURED AND PAID

7 & FOR SEPARATELY AS INDICATED IN THE CONSTRUCTION DOCUMENTS.
& -
6 (TYP.) -
T A “ =
;j N .*-h ¢ “
A Ftl e T & %
Shor e / ‘ﬁ |
AL { PO\
At
/ T -S':a O’
i Riao-A & % (REFER TO STAIR DETAILS FOR DIMENSIONS) 20 o 10 “ 8
IIININNI s e e i / .
J v W/i//ﬂ//////////ﬂ/ﬂ////% s /\\ _
] 1}1 % S , o P ( IN FEET )
1 inch = 20 ft
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ROAD

E WNLET
GR. 478

#9"

SURVEY NOTES:

1. HORIZONTAL DATUM: NAD 1983

2. VERTICAL DATUM: NAVD 1988 (GNSS/RTK DERIVED)

TEL M
Rid 477.68

TEL MH
Rl 47773

GR. 477.46

08

G

E INLET

TR ot i ey

EIMLET

R, 476.38

B INLET .
{757 o6+ —

. LT
MEET EXISTING CURB (YYP) s
- /s / —

S /
//
o /

" TOP OF BANK
_AUP OF BANK

MATCH LINE STATION 4400

6" (TYP.) 12" MAPLE —

3H:1V MAX. SLOPE

k3
. (=% 4
g / P o
-
e mapLE y A9
-~
/ et
8" GAS MAIN é?‘ﬁ’ POLE = e
s Gy 6 — ¢ - '
; = - y ~ EQ'LTGLE
, I} : i
/ U.G. Lﬁ‘cm;fdi+06 / @—Q\—Sfcw.__ e o PAVE
/ < LAWN TEDCE
y &, sioN o
/ ELEC. BOX .~
C2 -
I~ % o
- .“. Y 5 ﬂ:}\ i ch';
ol e U s N EMLET
— . -,__.%LGU’__J‘?/A e /?\ 501.78 \\\
V2 WAPIE B0 oron i mtesy ., WLy

SH: 1V MAX. SLOPE

~
o
P

15" OAK .
e+ e T o __TOP OF BANK — i e e ~ { . )18" MAPLE 3
GUIDE RAIL . sleN A 7 T — 55 P ™ o N ..ﬂ.__.._,L,b . <
= = A .@‘ 7 . 7 . B . 3 O Bk 85 = ? — EEE = S ‘M% ‘m E:,.:‘! = ° ul /b‘.
el NSO RN C R W .\, 67 5A AN - L e A T A YRS Ll " 77 = / 7
- 3, A Y o 2 < = - . » . . .‘- . . RS o
~8C 13 £ B0 : BC : Y T WP P ~
U.G" BLECTRIGBS.43 7 7 agsze 7 [T S T T ey AR W
;(TYP) / / / Rilt 458,95 / 491,33 f\\#\ z
§ (e / / I T e
/ / / ?94.4
/ / / 4+
! / f ff
/ /
g X
o Oy
14 /v hd
/ T
/ /
W }
SIGN - /
e \ SIBIEN - SiG
W 08" MAPLE e *

CURVE TABLE
CURVE | LENGTH | RADIUS DELTA | TANGENT | CHORD
C1__ | 180,61 | 1,250.00 | 81644 | 90.46° | 180.46
c2 161,96 | 530.00 | 17-30°30" 81.61 | 161.33
c3 55.60 200.00 | 1555'45" | 27.98 | 55.42
c4 68.27 | 1,228.50 31103 | 3414 | 6826

GRAPHIC SCALE

{ IN FEET )
1 inch = 20 ft.
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MEET EXISTING
SIDEWALK

GREENHOUSE

PARKING GARAGE

Gz iz : ' bg
. el (TYP))
. N — \ 0 ARt
/- oy N — \ / R = Sl
ST . \ -
4. N ¢ S ———
SURVEY NOTES: b Vo) =S
1. HORIZONTAL AND VERTICAL CONTROL TAKEN FROM INFORMATION . t {\ / / T'.
FOUND ON "NJSPCS COORDINATE MAP, STATE OF NEW JERSEY, T‘_—‘{ K / / v \
DEPARTMENT OF THE TREASURY, DIVISION OF BUILDING AND ., ‘”\\ 5\ \ b
CONSTRUCTION, WILLIAM PATERSON COLLEGE OF NEW JERSEY," _ \___ 1\ [ / \ \ \ \ A \ | ~ GRAPHIC SCALE
PREPARED BY THE RBA GROUP AND SIGNED ON 9/2/90. N l\\I \ @ ) \ \\ \ \ \ =Y \ \ \ ~ \ \ \ 20 0 w2 w0 80
=Ny \ \ AN
2. BEARING BASIS IS NIPCS, NAD 1927. ELEVATIONS ARE ]\ | T \ \ \ \ \ . \ NN - —
e ~  —ilil { \ i v v \ N \ N \ " Con 250
1 inch = It
ENTRY 4 SIDEWALK & LOT 2 STAIRS

SURVEYED] DRAWN |DESIGNED | CHECKED

NO. | DATE DESCRIPTION 8y BY BY BY
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STEPHEN T. BOSWELL

BOSWELL ENGINEERING

CHRISTOPHER J. NASH

ENGINEERS — SURVEYORS — PLANNERS — SCIENTISTS
330 PHILLIPS AVENUE, SOUTH HACKENSACK, N.J. 07606

PROF: W .
TEL: (201) 641-0770 < FAX: (201) 6411831 ROFESSIONAL ENGINEER N.J. LIC. 34680
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PROFESSIONAL ENGINEER N.J. LIC, 31605

LOT 2
GRADING AND LAYOUT PLAN —2-—

TOWNSHIP OF WAYNE

PASSAIC COUNTY: NEW JERSEY
SURVEYED BY: AB DESIGNED BY: M SCALE: JOB NO. DATE:
DRAWN BY:  JuM CHECKED BY: CJN 1"=20' 16-119-8D | 5/18/16
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ITEM TO BE_CONSTRUCTED —_ T UNIT | QUANTITY

1 | INLET FILTER, TYPE 1 S.F. 125
2 | SILT FENCE - | L.F. 375
; BIGN .
; SIGN =T £ mLET INSTALL INLET FILTER,
R, 476.58 TYPE 1 (TYP.) !
o \ ,ﬁ“\ INSTALL SILT FENCE (TYP.) SOIL DISTURBANCE
< R v g LIMIT OF DISTURBANCE SUMMARY TABLE
e ® O 101 0 ) ./ /  TWIN" TREE AREA 1 = 3,850 S.F. (0.089 ACRES) i
0% Ritd 277,66 , & @6 mEE AREA 1 3,850 S.F. 0.089 ACRES
&" TREE o .
557750 6N o6 %ﬁ'% AREA 2 605 S.F. 0.014 ACRES
2 i " -
OR 4‘?245 \ .._‘ ‘- .{2# MAPLE ?5“ OAK AREA 3 . 645 S.F. 0’015 ACRES
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ATEM | TO BE CONSTRUCTED UNIT | QUANTITY
2__| SILT FENCE | = LF. 310

SOIL DISTURBANCE
SUMMARY TABLE

AREA 5 4,285 SF. | 0.099 ACRES
 AREA 6 650 S.F. 0.015 ACRES
~ SUBTOTAL 4,935 SF. | 0.114 ACRES
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SOIL DISTURBANCE SUMMARY TABLE
PLAN NUMBER SQUARE FEET ACRES
SESC PLAN —1— 10,010 S.F. 0.231 ACRES
SESC PLAN —2- 4,935 S.F. 0.114 ACRES
TOTAL 24,210 S.F. 0.345 ACRES
2X4 SECURED TO GRATE WITH WRE
/L 6" MIN
2X4 WIRED TO GRATE CUT SLIT IN FABRIC 17 ABOVE
CRATE ELEVATION (TVR.S. BACKFILL AFTER - CONSTRUCTION SEQUENCE
FILTER FABRIC MOULD 6 x 5"’ 5/5 GA. iﬁEgT F‘IL“TE%N OF
49 4/100 SQ. ¥
_ 20 =9 GR ATE & IMPLEMENTATION OF SOIL EROSION AND 1 DA
/ g& “,}TH PRE AT SEDIMENT CONTROL MEASURES
.:-_IFL ~§|:. WELDED WIRE. TUCK BACKFILL_AFTER ~ INLET FILTERS
ABRC AND WELDED INSTALLATTON OF
WIRE. UNDER GRATE. INLET FILTER — SILT FENCE
WRE CLEARING SITE 2 WEEKS
CONSTRUCT IMPROVEMENTS:
2X4 SECURED TO GRATE WITH WIRE ~ ENTRY 4 SIDEWALK 2 WEEKS
2X4 WIRED TO GRATE SECURE FILIER ZAR%RT',(; ~ LOT 2 STAIRS 3 WEEKS
g — RECREATION CENTER ENTRANCE 3 WEEKS
FILTER FABRIC _ 6" MIN. PERMANENT VEGETATIVE COVER FOR 3 DAYS
l SOIL. STABILIZATION
REMOVAL OF ALL TEMPORARY SOIL 1 DAY
CKFILL AFTER EROSION. AND SEDIMENT CONTROL
R — - .
WRE EﬁSTALLﬁ}?N OF ggULDéOxsg'.Fﬁ‘ 5 GA

wi UPPOR
mg D WIRE Sl O:I'

OUND INLET FRAME FOR S ON AN PURPOSES ONLY.
NOTE: TWO TRAFFIC CONES TO BE PLACED AND GRATE.~ WRAP THIS SCHEDULE IS FOR SOIL EROSION AND SEDIMENT CONTROL PURPOSES ONL
ON EACH SIDE OF INLET ia%%:gnp%%vg%
EXTEND 6" MIN. AT

CONTRACTOR IS TO CLEAN INLET FILTER AFTER EVERY STORM.
CONTRACTOR TO REMOVE FABRIC AND MESH JUST PRIOR TO PAVING.
FROPERLY FILTEKED GPENNG(S) N INLET WALL 1O ALLOW PASSAGE OF WATER. -

4. THE PROTECTION DEVICE WitL BE DESIGNED TO CAPTURE CR FILTER ' SO' L ER OSI ON N O" ES
RUNOFF FROM THE 1 YEAR, 24 HOUR STORM EVENT AND SHALL

SAFELY CONVEY HIGHER FLOWS DIRECTLY INTO THE STORM SEWER SYSTEM.

Ll sl

1. ALL SOIL EROS!ON AND SEDIMENT CON?ROL PRACTICES ON THIS PLAN WILL BE CONSTRUCTED IN ACCORDANCE WITH THE "NEW
A " LAST REVISED JANUARY 2014, THESE MEASURES WILL BE

INSTALLED PRIORTO ANY MAJOR SOIL DESTURBANCE OR IN THEIR PROPER SEQUENCE AND MAINTAINED UNTIL PERMANENT
INLET FILTER, TYPE 1 DETAI INSTALLED PRIOR TO ANY M/

2, ALL SOIL TO BE EXPOSED OR STOCKPILED FOR A PERIOD OF GREATER THAN 14 DAYS, AND NOT UNDER ACTIVE CONSTRUCTION, WILL
BE TEMPORARILY SEEDED AND HAY MULCHED OR OTHERWISE PROVIDED WITH VEGETATIVE COVER. THIS TEMPORARY COVER SHALL BE
MAINTAINED UNTIL SUCH TIME WHEREBY PERMANENT RESTABILIZATION {S ESTABLISHED, .

3. SEEDING DATES: THE FOLLOWING SEEDING DATES ARE BEST RECOMMENDED TO ESTABLISH PERMANENT VEGETATIV& COVER WITHIN
MOST LOCATIONS IN THE HEPSCD: SPRING — 3/1 TQ 5/15 AND FALL — 8/15 TQ 10/01.

4, SEDIMENT FENCES ARE TO BE PROPERLY TRENCHED AND MAINTAINED UNTIL PERMANENT VEGETATIVE COVER (S ESTABLISHED.

5. ALL STORM DRAINAGE INLETS SHALL BE PROTECTED BY ONE OF THE PRACTICES ACCEPTED IN THE STANDARDS AND REMAIN UNTIL
PERMANENT STABILIZATION HAS BEEN ESTABLISHED. STORM DRAINAGE OUTLET POINTS SHALL BE PROTECTED AS REQUIRED BEFORE
THEY BECOME FUNCTIONAL,

FENCE POST
(SPACING 8'~ 07 C. TO C.) 6. MULCH MATERIALS SHALL BE UN—ROTTED SMALL GRAIN STRAW APPLIED AT THE RATE OF 70-90 POUNDS PER 1000 SQUARE FEET
AND ANCHORED WITH A MULCH ANCHORING TOOL, LIQUID MULCH BINDERS, OR NETTING TIE DOWN. OTHER SUITABLE MATERIALS MAY

BE USED {F APPROVED BY THE SOIL CONSERVATION DISTRICT.

& T | 7. ALL EROSION CONTROL DEVICES SHALL BE PERIODICALLY INSPECTED, MAINTAINED AND CORRECTED BY THE CONTRACTOR. ANY

FABRI RED TO POST WITH METAL -
gASTE%E%%mAND REINFORCEMENT DAMAGE INCURRED BY EROSION SHALL BE RECTIFIED IMMEDIATELY.

FASTENER AND FABRIC. DRAWSTRING RUNNING THROUGH

g FABRIC ALONG TOP OF FENCE : 8, THE HUDSON-ESSEX—PASSAIC SOIL CONSERVATION DISTRICT WILL BE NOTIFIED IN WRITING AT LEAST 48 HOURS PRIOR TO ANY SOIL .
SILT ACCUMULATION g 3 DISTURBING ACTIVITIES. FAX — (873) 384—-0784. EMAIL — INFORMATIONGHEPSCD.ORG.
| : 3
™ R 2 SR a. l: APPLICANT MUST OBTAIN A DISIR SUED i PORT—-OF—~COMPLIANCE PRIOR TO APPLYING FOR THE CERTIFICATE ._
/ﬁ,:”":/; 2 s :,,”,:,, PAN OR _TEMPORARY CERTIFICATE OF OCCUPANCY FROM THE RESP VE_MUN ’i Y. NJ—~DCA OR_ANY OTHER
ARG — 7 . T 3 : ':n; CONTRGLUNG AGENCY. CONTACT THE DISTRICT AT 973“364"0?86 AND REQUEST A FINAL ENSF’ECTION GIVING ADVANCED NOTICE
,‘; f-‘;%*/-/\f R SRS e R _ UPON COMPLETION OF THE RESTABILIZATION MEASURES. A PERFORMANCE DEPOSIT MAY BE POSTED WITH THE DISTRICT WHEN
%’*}'/ 2 oo R Af”?}\/-/ WINTER WEATHER OR SNOW COVER PROHIBITS THE PROPER APPLICATION OF SEED, MULCH, FERTILIZER OR HYDRO-SEED.
DIG 6" WIDE & DEEP 10.PAVED ROADWAYS MUST BE KEPT CLEAN AT ALL TIMES. DO NOT UTILIZE A FIRE OR GARDEN HOSE TO CLEAN ROADS UNLESS THE
TRENCH,BURY BOTTOM RUNOFF 1S DIRECTED TO A PROPERLY DESIGNATED AND FUNCTIONING SEDIMENT BASIN. WATER PUMPED OUT OF THE EXCAVATED

1’ 0" OF FABRIC,TAMP
IN PLACE.

- Q"

AREAS CONTAINS SEDIMENTS THAT MUST BE REMOVED PRIOR TO DISCHARGING TO RECEIVING BODIES OF WATER USING REMOVABLE
PUMPING STATIONS, SUMP PITS, PORTABLE SEDIMENTATION TANKS AND/OR SILT CONTRCL BAGS.

SILT FENCE DETAIL

N.T.S. 11, ALL SURFACES HAVING LAWN OR LANDSCAPING AS FINAL COVERAGE TO BE PROVIDED TOPSOIL PRIOR TO RE—SEEDING, SODDING OR
PLANTING. A DEPTH OF 5 INCHES (UNSETTLED) IS RECOMMENDED.

12.ALL PLAN REVISIONS MUST BE SUBMITTED TO THE DISTRICT FOR PROPER REVIEW AND APPROVAL.

13.A CRUSHED STONE WHEEL CLEANING TRACKING-PAD IS TO BE INSTALLED AT ALL SITE EXITS USING 2.5-1" CRUSHED ANGULAR

STONE (ASTM 2 OR 3) TO A MINIMUM LENGTH OF 50 FEET AND A MINIMUM DEPTH OF 6". ALL DRIVEWAYS MUST BE PROVIDED WITH
CRUSHED STONE UNTIL PAVING IS COMPLETE.

14.STEEP SLOPES INCURRING DISTURBANCE MAY REQUIRE ADDITIONAL STABILIZATION MEASURES. THESE "SPECIAL” MEASURES SHALL BE
DESIGNED BY THE APPLICANT'S ENGINEER AND BE APPROVED BY THE SOIL CONSERVATION DISTRICT,

15. THE _HUDSON—ESSEX~PASSAI QL. CO RVATION DIS dALL B NOIFIED WRITING OR_THE SALE OF ANY POR lL )
[HE. PROJEX UR_1HE

SALE . O 1N i' Al LQTS. NEW 'Ai x ORMATION SHALL BE PROVIDED. ADDITIONAL MEASURES DEEMED

STEPHEN T. BOSWELL CHRISTOPHER J. NASH "ENTRY 4 SIDEWALK & LOT 2 STAIRS

SOIL EROSION & SEDIMENT CONTROL DETAILS |

BOSWELL ENGINEERING | //]54 " w7{j§ y/f% N wh / | TOWNSHIP OF WAYNE

_ _ 7 9 (/ PASSAIC COUNTY NEW JERSEY
ENGINEERS — SURVEYOF;?U;' SLANNERS — SCIENTISTS ' SURVEYED BY:AB | DESIGNED BY: JiM SCALE: JOB NO, | DATE:
330 PHILLIPS AVENUE ACKENSACK, N.J. 07606 \ DRAWN BY:  JuM CHECKED BY: CdN N.T.S. 16-119~8D | 5/19/16
' ’ PROFESSIONAL ENGINEE N.J. LIC. 34680 PROFESSIONAL ENGINEER N.J. LIC. 316805
NO. | DATE DESCRIPTION SURVEVED| DRAVN | DESIGNED | CRECKED TEL: (201) 641-0770 * FAX: (201) 641—1831 ENGINEER -

PLOT BY: jmcginms___ PLOT DATE: 6/16/2016 12:47 P __N.J. CERTIFICATE OF AUTHORIZATION NO. 24GA27958000 __ | | | f’“*?’j 5""1 19—SESC(BD) seerd o2




10,

11

TRAFFIC CONTROL NOTES

ADVANCE WARNING SIGNS, DISTANCES AND TAPER LENGTHS MAY BE EXTENDED AT
THE DIRECTION OF THE ENGINEER TO ADJUST FOR REDUCED VISIBILITY DUE TO
HORIZONTAL AND VERTICAL CURVATURE OF THE ROADWAY.

PRIOR TO ANY ROAD CONSTRUCTION, TRAFFIC CONTROL DEVICES AND SIGNS SHALL
BE IN PLACE.

TWO (2) "ON OR ABOUT" CONSTRUCTION START DATE SIGNS SHALL BE ERECTED AT
LEAST TWO (2) WEEKS PRIOR TO THE START OF CONSTRUCTION.

ALL CONFLICTING STRIPES SHALL BE REMOVED,

POLICE TRAFFIC DIRECTORS SHALL BE USED TO ASSIST IN CONTROLLING TRAFFIC
INTERSECTIONS UNDER CONSTRUCTION.

THE MINIMUM UNOBSTRUCTED LANE WIDTH SHALL BE ELEVEN (11) FEET.

MAINTENANCE AND PROTECTION OF TRAFFIC SHALL BE IN ACCORDANCE WITH THE
MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES — PART Vi: "STANDARDS AND
GUIDES FOR TRAFFIC CONTROL FOR STREET AND HIGHWAY CONSTRUCTION,
MAINTENANCE, UTILITY, AND INCIDENT MANAGEMENT OPERATIONS,” UNLESS
OTHERWISE NOTED IN THE PLANS AND SPECIFICATIONS, AND SHALL BE APPROVED
BY THE ENGINEER.

ALl EXCAVATED AREAS WITHIN OR ADJACENT TO THE ROADWAY SHALL BE
BACKFILLED AND PLACED ON A MINIMUM 1:6 SLOPE PRIOR TO THE END OF EACH
WORK DAY,

HOT MIX ASPHALT PLACED DURING THE VARIOUS CONSTRUCTION STAGES SHALL

BE TRANSITIONED ON A MINIMUM 1:20 SLOPE TO MEET THE ADJACENT EXISTING
GRADE AT THE LONGITUDINAL AND TRANSVERSE UMITS OF THE STAGE CONSTRUCTION
AREAS UNLESS OTHERWISE NOTED ON THE PLANS.

_AS PER PLAN |
SLOPE .25” PER FOOT l

.l':. 1‘1‘5 “..‘-

> B0 dﬂpuud i&“ﬁmd bk

<

- wiary -n' .v.r
v

4. v

A,
A

DENSE—-GRADED

AGGREGATE BASE COURSE

(INCLUDED UNDER

SIDEWALK 1TEM)

NOTES:

1. ALL CONCRETE SURFACES SHALL BE TREATED WITH A
CONCRETE CURING AND SEALING COMPOUND.

2. PROVIDE 1/2" PREFORMED EXPANSION JOINT FILLER, 4"
DEPTH AT 10't O.C.

CONCRETE SIDEWALK, 4" THICK

N.T.S.

NJDEP CURB PIECE
CAMPBELL FOUNDRY PATTERN
261BNEWZ OR APPROVED EQUAL

MORTAR OVER EDGE OF FRAME
ADD OR REMOVE LEVELING

TOP OF CURB

/— TOP OF PAVEMENT

COURSES OF CONC. OR BRICK C ul )¢ ] )
AND MORTAR TO ADJUST RIM {

=

HOT MiX ASPHALT

WATERPROOF | NG —-\

EXIST INLET WALL

froveesrrad

ADD. LADDER
UNGS AS NEEDED

TACK COAT

BACKFILL ENTIRE
EXCAVATION WITH
DENSE-GRADED

AGGREGATE BASE

DIAMOND DESIGN
SKID RESISTANT
SURFACE

THE PLACEMENT AND/OR RELOCATION OF CONSTRUCTION BARRIER CURB SHALL

BE DONE DURING APPROVED OFF-PEAK HOURS WHEN TRAFFIC MAY BE REDUCED

TO ONE LANE IN EACH DIRECTION.

THE FINAL HOT MIX ASPHALT SURFACE PAVEMENT SHALL NOT BE CONSTRUCTED

UNTI. THE FINAL STAGE OF THE PROJECT. MANHOLES AND INLETS SHALL

BE SET TO FINISHED GRADE AND TEMPORARY PAVEMENT RAMPS ARE TO BE
CONSTRUCTED AROUND THEM WITH A MINIMUM 1:20 SLOPE IN ALL DIRECTIONS
USING HOT MIX ASPHALT PAVEMENT. THIS TEMPORARY MATERIAL WL BE
REMOVED IMMEDIATELY PRICR TO PLACING THE SURFACE COURSE.

AS PER PLAN

NEW CURB ;.u

z‘}V
< PR

DENSE—-GRADED
AGGREGATE BASE COURSE
{INCLUDED UNDER SIDEWALK ITEM)

NOTES:

" 6" E
! SLOPE .25" PER FOOT -~ CLASS B CONCRETE
R R e RO,

CONCRETE SIDEWALK

1-1/2" COVER-;

CURB

CAMPBELL FOUNDRY BICYCLE

44 REBAR ® 12" 0. SAFE GRATE PATTERN NO. 2618

o

Jiv < LA
'\ SEE DETAIL 'A’ v

> 4

W29 X W29, 6" X 6" WWF

1. ALL CONCRETE SURFACES SHALL BE TREATED WITH A

CONCRETE CURING AND SE

2. PROVIDE 1/2" PREFORMED
DEPTH AT 10't O.C.

ALING COMPOUND.
EXPANSION JOINT FILLER, 4"

MORTAR OVER EDGE OF FRAME

ADD OR REMOVE LEVEL ING
COURSES OF CONC. OR BRICK
AND MORTAR TO ADJUST RIM

r~— TOP OF NEW PAVEMENT
/

rrrrr

HOT MiX ASPHALT
WATERPROOF ING

EXIST. MH WALL

/ADDITTONAL MH-
UNGS ‘AS NEEDED

RESET EXISTING CASTING

N.T.S,

NOTES:

70 2 PARTS CLEAN SAND.

EX{ST. PAVEMENT

TACK COAT

BACKFILL ENTIRE
EXCAVATION WITH
DENSE—GRADED

AGGREGATE BASE

1. ALL MORTAR TQ BE 1 PART PORTLAND CEMENT

2, RESET EXISTING CASTINGS DETAIL IS SUITABLE FOR THE
RESETTING OF BOTH INLETS AND MANHOLES,

— 3" DIA.

\—EPOXY BONDING

CONVERT 'E’ INLET TO 'B’ INLET

N.T.8,

COMPOUND
—DRILL. & GROUT REBAR TIES

NOTES:

1. ALL. MORTAR TO BE 1 PART PORTLAND CEMENT
70 2 PARTS CLEAN SAND,

CONCRETE SIDEWALK, REINFORCED, 6” THICK

N.T.S.

\‘ OLD CURB

3 S

(SEE_NOTE 1) ]
SITE RESTORATION '

1 1/2" RADIUS

2% 6" FACE AND VARIES
A — (SEE NOTE 5)
"? X / 4//\, : n>

(M&
s
- h
! g V

/— 12: f;j::j A(;::T 9.5MB4 SURFACE COURSE
S Y
\\ _ \ N el BASE OuRse

]

SAWCUT (IN REPAIR STRIPS)

20"

BRSO AOBSFT e,
08 5 %ﬁ Sssdegn Sé:’é
‘.‘a. o) % 9 %Oo 5000 Ogé%w——— 4" DENSE-GRADED AGGREGATE
e O 2 0,8%00 OS50 rq OOO ¢

IR SRR

207
R R R AR R R

AIR ENTRAINED CONCRETE

COMPACTED SUBGRADE
CURB (4000 PSI)

NOTE: 1) IN AREAS WHERE EXISTING PAVEMENT IS TO REMAIN, A 2' WIDE PAVEMENT
REPAIR STRIP SHALL BE CONSTRUCTED ALONG PROPOSED CURB. THE FOLLOWING
ITEMS OF WORK WITHIN THE REPAIR STRIP ARE INCLUDED UNDER
9" x 20" CONCRETE VERTICAL CURB:

SAWCUT

CONCRETE CURING AND SEALING COMPOUND

EXCAVATION, UNCLASSIFIED

BACKFILL MATERIAL

COMPACTED SUBGRADE

DENSE—-GRADED AGGREGATE BASE COURSE

HOT MIX ASPHALT 19M64 BASE COURSE

REMOVAL OF MONOLITHIC CONCRETE CURB AND GUTTER (IF REQUIRED)

I I I A I I

2) SPRINKLER HEADS TO BE RESET AND/OR RELOCATED, IF REQUIRED. COST TO BE INCLUDED IN THE
CURB [TEM. IF TOPSOILING THICK, FERTILIZING AND SEEDING, TYPE A-3 AND
STRAW MULCHING ARE SE#’ARAT*Z PAY ITEMS, THEY SHALL BE PAID FOR SEPARATELY.
OTHERWISE THEY SHALL BE INCLUDED IN THE CURB ITEM,

3) FULL CURB DEPTH SHALL BE MAINTAINED AT DROP CURBS.

4) 47 THICK, COARSE AGGREGATE SIZE NO. 57 SHALL BE CONSTRUCTED UNDERNEATH
PROPOSED CURB IN WET FIELD CONDITIONS AS DIRECTED BY ENGINEER.

5) TOP OF CURB SHALL NOT BE SET HIGHER THAN ADJACENT EXISTING
OR PROPOSED SIDEWALK UNDER ANY CONDITION.

6) ALL CONCRETE SURFACES SHALL BE TREATED WITH A CONCRETE CURING AND SEALING COMPOUND.

9” x 20" CONCRETE VERTICAL CURB

N.T.S.

W16—7P*
N.T.S.
(24”x12")

AHEAD

W16—-9pP*
N.T.S.
(24”x12")

* NOTE:

A FLUORESCENT YELLOW-GREEN BACKGROUND
COLOR SHALL BE USE FOR THESE SIGN/PLAQUES.
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PROPOSEQ CONCRETE 8 TREADS 3] 12" o= 8""“0”'

PROPOSED CONCRETE
SIDEWALK 4" THICK

SIDEWALK 4" THICK -

ELEV. 446.20 12'-6"

st

i

7 TREADS @ 12" = 7'-0"

30"
(TYP.)

ELEV. 442.00 12'—-6"
PROPOSED CONCRETE -
ELEV. 442.20 LANDING

RISERS ©® 6"
o 4:_0”

i

EXPANSION JT.
TYP.

8 TREADS @ 12" = 8-0"

DENSE—~GRADED AGGREGATE
BASE COURSE, 4" THICK (TYP.)

COMPACTED SUBGRADE (TYP.)

3"‘"‘6”

PROPOSED CONCRETE
LANDING ELEV. 438.30

3-0"
(TYP.)

i

\ ELEV. 438.50

/' 7 RISERS @ 6"

4‘!_0"

vt
proud

ELEV. 434.30

8 RISERS © 6"

B

(TYP.)

PROPOSED CONCRETE

STAIR #1_SECTION

SCALE: N.T.S.

9 TREADS @ 12" = 9'-0"

\ ELEV. 434.30 - 50" -

PROPOSED CONCRETE
LANDING

9 TREADS @ 12" = 9'-0"
ELEV. 428.70

9 RISERS @ 6"
= 4""6”

HANDRAIL (TYP.)

ELEV. 429.80

6”

S| LT
(TYP.) 7

6 PREFORMED OR CORED
}— HOLE FILLED WITH GROUT

3-0"
(TYP.)

DENSE—GRADED AGGREGATE
BASE COURSE, 4" THICK (TYP.)

9 RISERS @ 6"
= 4',“‘“'6”

ELEV, 425.20 VAREST | o \
9" MIN. 6-0" \

\

COMPACTED SUBGRADE (TYP.)

PROPOSED CONCRETE \
SIDEWALK 4" THICK CONCRETE STAIR TREAD

TYPICAL STAIR SECTION

SCALE: N.T.S.

1°—Q"
(TYP.)

STAIR #2 SECTION

SCALE: N.T.S.

SIDEWALK 4" THICK

'GENERAL NOTES

1.

ALL CONTRACTORS ARE RESPONSIBLE FOR ADHERING TO THE REQUIREMENTS
AS SPELLED QUT IN THESE NOTES. ALL PARTIES MUST CAREFULLY STUDY

ALL NOTES FOR ITEMS WHICH MAY PERTAIN TO THEIR TRADES, FAILURE TO
READ THESE NOTES DOES NOT PERMIT THE CONTRACTOR TO DEVIATE FROM
THEIR REQUIREMENTS,

CONTRACTOR SHALL VERIFY ALL CONDITIONS AND CHECK ALL MEASUREMENTS
ON THE JOB AND SHALL BE RESPONSIBLE FOR SAME. '

ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE CURRENT BUILDING
CODE OF ALL GOVERNING AUTHORITIES.

ALL CONTRACTORS ON THIS PROJECT SHALL BE RESPONSIBLE FOR THE
PROPER PERFORMANCE OF THEIR WORK, COORDINATION WITH OTHER TRADES,
METHODS, SAFETY AND SECURITY ON THE JOB SITE. THE OWNER, ITS AGENTS,
AND EMPLOYEES ARE NOT RESPONSIBLE OR LIABLE FOR THE ABOVE AND
SHALL BE HELD HARMLESS AND INDEMNIFIED BY ALL CONTRACTORS AND
SUBCONTRACTORS FROM ANY AND ALL CLAIMS, LOSSES, SUITS AND LEGAL
ACTION WHATSOEVER ARISING FROM THE PERFORMANCE OF WORK ON THIS
PROJECT, :

TAIR_AND_RAILING NOTES

S
1.

0

4,
5.

SEE SHEET 4 FOR STAIR LOCATIONS.

ALL STAIRS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE IBC 2015 NJ
EDITION. ' : '

TREADS SHALL BE CONSTRUCTED TO PITCH WATER AWAY FROM THE RISER
WITH A MAXIMUM SLOPE OF 1 TO 48 (2%).

ALL JOINTS SHALL BE SEALED WITH AN ELASTOMERIC SEALANT.
HANDRAILS SHALL BE CONSTRUCTED OF ALUMINUM ALLOY 6063—T52.

CONCRETE

1.

8.

ALL CONCRETE WORK IS DESIGNED IN ACCORDANCE WITH ACI 318, "BUILDING
CODE REQUIREMENTS FOR REINFORCED CONCRETE". ALL CONCRETE WORK
SHALL BE CONSTRUCTED IN STRICT ACCORDANCE WITH ACI 318.

CONCRETE WORK SHALL BE PROPORTIONED IN ACCORDANCE WITH ACl 301,
"SPECIFICATIONS FOR STRUCTURAL CONCRETE" AND AC! 211.11 "RECOMMENDED

PRACTICE FOR SELECTING PROPORTIONS FOR NORMAL WEIGHT CONCRETE" TO
PRODUCE A 28-DAY COMPRESSIVE STRENGTH OF 4,000 PSI, UNLESS
OTHERWISE NOTED.

ADMIXTURES MAY BE USED ONLY AFTER APPROVAL BY THE ENGINEER.

ALL CONCRETE TO BE PUMPED SHALL BE DESIGNED ACCORDINGLY AND SHALL
COMPLY WITH SLUMP LIMITATIONS STATED HEREIN ABOVE AND WITH ACH 301,

"SPECIFICATIONS FOR STRUCTURAL CONCRETE” AND ACI 304, "PLACING
CONCRETE BY PUMPING METHODS COMMITTEE REPORT".

A MINIMUM OF A 3 INCH INSIDE DIAMETER PUMP AND PIPE SHALL BE USED TO
TRANSPORT CONCRETE.

ALL CONCRETE SHALL BE CONSOLIDATED THROUGH USE OF MECHANICAL
VIBRATORS. '

ADEQUATE VERTICAL AND HORIZONTAL SHORING SHALL BE PROVIDED TO
SAFELY SUPPORT ALL CONSTRUCTION LOADS.

ALL STRUCTURAL CONCRETE IS TO BE CURED IN ACCORDANCE WITH ACI 318.

REINFORCING STEEL

ot
.

[

ALL REINFORCING STE_EL SHALL COMPLY WITH ASTM A—615, A—616, AND/OR
A—617, GRADE 60 (60.0 KSI. YIELD STRENGTH). '

ALL REINFORCING SHALL HAVE A MINIMUM CONCRETE COVER OF 2" UNLESS
OTHERWISE NOTED.

PLACEMENT DRAWINGS AND BAR LISTS SHALL CONFORM WITH ACI 318,
"MANUAL FOR STANDARD PRACTICE FOR DETAILING REINFORCED CONCRETE
STRUCTURES”. ALL SHOP DRAWINGS SHALL BE SUBMITTED FOR REVIEW IN
ACCORDANCE WITH SPECIFICATIONS.

DETAILS FOR CONCRETE REINFORCEMENT SHALL BE IN ACCORDANCE WITH THE
CONCRETE REINFORCEMENT STEEL INSTITUTE "MANUAL OF STANDARD
PRACTICE”, UNLESS OTHERWISE INDICATED.

AE\:VLS \gELDtNG OF REINFORCEMENT SHALL BE IN ACCORDANCE WITH THE
A 12.1.

ALL REINFORCEMENT STEEL SHALL BE ACCURATELY PLACED, RIGIDLY
SUPPORTED, AND FIRMLY TIED IN PLACE WITH BAR SUPPORTS AND SPACERS,
IN ACCORDANCE WITH THE REQUIREMENTS OF ACI 301 AND ACI 318.

ALL LAP LENGTHS SHALL BE 40 BAR DIAMETERS UNLESS OTHERWISE NOTED.

STEPHEN T. BOSWELL

JOHN R. VALENTIN

.

_ BOSWELL ENGINEERING

ENGINEERS — SURVEYORS — PLANNERS — SCIENTISTS

NO. | DATE

330 PHILLIPS AVENUE, SOUTH HACKENSACK, N.J. 07606
DESCRIPTION SR | O | | e TEL: (201) 6410770 + FAX: (201) 641-1831 PROFESSIONAL ENGINEER  N.J. LIC. 34680

PLOT BY: ciino PLOT DATE: §/20/2016 11:40 AM _ _ - ' 1 N.J. CERTIFICATE OF AUTHORIZATION NO. 24GA27958000

PROFESSIONAL ENGINEER N.J. LIC. 37568

ENTRY 4 SIDEWALK & LOT 2 STAIRS

LOT 2 DETAILS SECTIONS

TOWNSHIP OF WAYNE
PASSAIC COUNTY NEW JERSEY

SURVEYED BY: DESIGNED BY: TWO ' SCALE: JOB NO. DATE:
DRAWN BY: TWO/CL | CHECKED BY: JRV AS NOTED | 16-119-AC | 5/2/16
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1'—0"
r-om () |
| = " #5 @ 12" (TYP.)
45 © 12" /‘éo% (Tvp.) 2 — #5 (TYP.)
/ #5 (TYP.)
s i
B U
Wl w
@ . L g
| %
45 @ 12
)
 § .
-0t

STAIR DETAIL (TOP)

SCALE: N.T.S.

1%" HANDRAIL

3-0"

PROPOSED CONCRETE
SIDEWALK 4" THICK

PROPOSED CONCRETE STAIR

5'—0" MAX.

1" STAIR

EXPANSION JOINT

6'—-0" MAX.

I_.________b_...

i 1%" LANDING
POST

RAILING DETAIL

.

PROPOSED CONCRETE
LANDING

(TOP_FLIGHT OF STAIRS)

#5 @ 12" (TYP.)

2 — # (TYP.)

18.___0”

45 @ 8" EF.

#5 © 12"

30"

3" COVER!

STAIR DETAIL (BOTTOM)

SCALE: N.T.S.

EXPANSION JOINT

6'~0" MAX.

{

3-0" 1t

1%" LANDING
POST

1

PROPOSED CONCRETE
LANDING

/

PROPOSED CONCRETE STAIR

45 @ 12"

6 nf 60" V1

(TYP.) e L | HANDRAIL (TYP.)

6”
EXISTING GRADE — N ; | EXISTING GRADE
} N1 111K PRI AT VPR IPENE S GETAITY ST EEIEN | B MRy
- A PRI R LRI e T PREFORMED OR CORED
! v o 82 TS HOLE FILLED WITH GROUT
1'—0” W.W.F. WL7xW1.7 12"x12”
(TYP.) CONCRETE_LANDING
B - DENSE—GRADED AGGREGATE BASE COURSE, 4" THICK
COMPACTED SUBGRADE
CONCRETE LANDING DETAIL
SCALE: N.T.8.
5'—0" MAX.
. (TYP.) i
! 1%" STAR
POST
HANDRAIL
Q JOINT SEALING COMPOUND
: %" EXPANSION JOINT FILLER
1*-0" TS \
L ;i MIN. . ',.‘, A‘ N
Iy i oIS

. .-"“-
‘} T V-

RAILING DETAIL

\ PROPOSED CONCRETE
SIDEWALK 4" THICK

ISOLATION JOINT DETAIL

~ N.T.S.

(BOTTOM FLIGHT OF STAIRS)

NOTES:
1. FOR STAIR NOTES, SEE SHEET 11.

2. FOR SECTIONS OF STAIRS, SEE SHEET 11.
3. FOR STAIRS LOCATIONS, SEE SHEET 4.

PLOT BY: clino

PLOT DATE: 5/20/2016 11:40 AM

N.J. CERTIFICATE OF AUTHORIZATION NO. 24GA27958000

oo 16=119=ST (BD)

SCALE: N.T.S. SCALE: N.T.S.
STEPHEN T. BOSWELL JOHN R. VALENTIN ENTRY 4 SIDEWALK & LOT 2 STAIRS
. ] LOT 2 DETAILS
OSWELL enaiNeerING NS | TOWNSHIP OF WAYNE
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